


Technical Parameters

PV

Battery

AC

System

Model YT-DS5T103-PV050-B02
Max. input power 

Starting voltage 

Max. DC input voltage 

Rated DC input voltage 

MPPT voltage range 

Qty. of MPPT 

Qty. of single-channel MPPT input channels 

Max. input current (Each MPPT) 

Max. short circuit current (Each MPPT) 

Nominal capacity 

Rated voltage 

Battery voltage range 

Rated charge/discharge current 

Max. charge/discharge current 

Rated output power 

Rated input power 

Max. output current 

Rated voltage(input&output) 

Grid frequency 

THDu 

Weight 

Dimensions 

Packing dimension 

Communication mode 

Operating temperature 

Storage temperature 

Relative humidity 

Altitude 

Ingress protection 

Battery certification 

Inverter certification 

50kW

200V

850Vdc

630Vdc

200 ~ 850Vdc

4

2

30A × 4

40A × 4

103kWh

691.2Vdc

604.8 ~ 777.6Vdc

75A

90A

50kW

50kW

75A

3L/N/PE;400V

50Hz/60Hz

<3%@ rated power& linear load

Net weight 1480kg, gross weight with packaging 1570kg

960 × 1650 × 2245(W× D× Hmm)

1030 × 1720 × 2400(W× D× Hmm)

RS485, Ethernet, 4G
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5 ~ 95%, no condensing
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IP54

IEC 62619, IEC61000, UN 38.3

IEC61000, IEC62477, IEC62109 , EN50549-1

Smart 103P
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