


Y% TAI Aurora 5015

I:I'Simple

e Supports centralized topology solution, centralized DC-side convergence; simple topology communication and control logic ensure
system stability and reliability;

* Employs 314Ah large-capacity battery cells; PACK uses an extremely narrow 770mm cooling plate; the enclosure uses a standard
20-foot container meeting sea and land transport requirements; single container footprint < 15m2; supports expansion and parallel
cabinet connection, saving 35% on footprint, resulting in better overall station EPC cost;

® Factory pre-fabricated production supports cost-effective and efficient deployment on-site, effectively reducing construction
workload; on-site installation and commissioning efficiency improved by 50%, lowering project costs.

e Efficient liquid cooling temperature control strategy; fully variable frequency liquid cooling units; cluster-level throttling design; E

temperature difference within Pack < 2.5°C; smooth battery cell temperature fluctuations extend battery service life by 15%; |
e Independent dehumidification and cooling air conditioner ensures temperature and humidity control within the cabin to prevent condensation; E
e Supports one-click upgrades for fast maintenance and updates. °

Cell Type LFP-3.2V-314Ah
Battery Rated Capacity [kWh] 5015.96 1d
Nominal Voltage [Vdc] 1331.2

Voltage Range [Vdc] oU

Charging C-rate L $1

Discharging C-rate L $1

Maximum Charging/Discharging Power [kW] 2500 2 units of 1250kW

Operating $IBSHJOH < > oU
Temperature %JTDIBSHJOH < > oU

BFDPNNFOEFE "NCJFOU 5FNQFSBUVSF < 25+10

Cooling Method 50% Ethylene Glyco

Aqueous Solution

Liquid Cooling

Aerosol + Water-based Fire Protection
C4
$MBTT
IP54 (IP55 for battery compartment)

Fire Protection System
Anti-corrosion Grade C5 optional
Lightning Protection Grade

Protection Level

0OQFSBUJOH 5FNQFSBUVSF 3BOHF < > oU %FSBUJOH XIFO
4UPSBHF 5FNQFSBUVSF <ol L NPOUIT oU LI NROYI oU
Operating Humidity Range oU 3) No condensation

Installation Method Outdoor Installation

Working Condition

slajowered [ealuyoda |

System Communication Interface

External System Communication Protocol

2 charges and 2 discharges per day
Ethernet/RS485
Modbus TCP/IEC104/IEC61850/Modbus RTU

Altitude [m] L Derating when >3000m
Dimensions [mm] (L*W*H) 6058*2438*2896
Weight [T] Approx.42.5
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